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High pressure laminate for interior- and furniture 
available in an extensive range of UNILIN Evola designs

High pressure decorative laminate coloured in core.  UNILIN Evola-HPL 
coloured in core is suitable for general purposes according to EN438 
and suitable for a qualitative finish for premium furniture thanks to its 
monoblock effect.  UNILIN Evola-HPL coloured in core is intended for 
bonding to supporting substrates.

Applications
- Interior decoration
- Furniture production

Advantages
Available from stock in all UNILIN Evola stockrange decors In perfect colour match with melamine faced board & edging tape 
for all UNILIN Evola stockrange decors
- Easy to clean
- No brown line visible
- Resistant to UV light
- Budget friendly 
- Easy to process 

Finish
This HPL coloured in core is possible to have in combination with 3 designs:  white, beige and black.  The designs have a matt 
finish.

Available dimensions / thicknesses
UNILIN Evola-HPL CC is available in 3 designs. Standard sizes is 3050x1300. Thickness 0,8mm is immediately available from 
stock. All info on dimensions and sizes is available in our price- or stocklists.

Certificates
UNILIN Division Panels is actively committed to sustainable forest management.  
UNILIN Evola-HPL CC is available in FSC controlled wood labelling.
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EN14041

Applications
UNILIN Evola-HPL CC is applied in different applications for interior and furniture design. 
The HPL is mainly used for horizontal applications.

Advantages
- Available from stock in a selection of UNILIN Evola stockrange decors
- In perfect colour match with melamine faced board & edging tape for a selection of UNILIN Evola stockrange 

decors
- No brown line visible 
- Easy to clean
- Resistant to UV light
- Budget friendly 
- Easy to process

Technical specifications
General characteristics + Standard Unit Thickness range

Thickness variation relative to nominal value mm 0,8
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Finish
The HPL coloured in core is possible to have in combination with a selection of plain colours. The designs have a 
matt finish.

Available dimensions / thicknesses
A selection of designs from the UNILIN Evola stock collection are available in HPL coloured in core. 
Standard size is 3050x1300. 
Thickness 0,8mm is immediately available from stock. 
All info on dimensions and sizes is available in our price- or stocklists.

Evola-HPL CC

Certificates
UNILIN Division Panels is actively committed 
to sustainable forest management. UNILIN 
Evola-HPL CC is available in FSC controlled 
wood labelling.


